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直刀磨刀机DMSQ-Ⅰ型系列

Straight Knife Grinding Machine Model DMSQ-1
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该机是一款专业用于刃磨各种斜口或直形刀片的端面磨刀机，具有磨削时间短、磨削量小、磨削精度高、刀口锋利的特点，价格合理，是小型印刷、包装企业和个体用户的理想刃磨设备。

This machine is a professional for sharpening variety of angled or straight blade sharpener face.It has short grinding time, small amount of grinding, grinding and high precision, knife-edge sharp, reasonable price features。It is ideal for corporate small Printing, packaging, and individual users sharpening equipment.
设备结构特点/技术参数

Main function and Technical parameters
平刃磨头

磨头电机：德东Y系列三相异步电动机    型号：Y80M2-4     功率：0.75kw      转速：1400r/min

最大磨削宽度

以22°为准180 mm

磨头固定行程速度

行程电机：德东Y系列三相异步电动机     型号：YS7124-W     功率：0.55kw     转速：1400r/min

砂轮手动进给

进给量由刻度盘标示

齿轮齿条传动

● 能保证瞬时传动比恒定，平稳性高 

● 传递的功率和速度范围较大 

● 结构紧凑，传递运动准确可靠，可实现较大的传动比 

● 使用寿命长，噪音相对较低

悬臂式机身结构
磨头在导轨单侧空间进行工作，床身采用中强铸铁铸造  

机械式刀架台

即夹板式刀架，采用螺丝和夹片固定刀片

刀架转动
手动式传动，有刻度盘标示

工作台旋转角度

刀架可调0～±90度

主要功能配置（节选）

Main Function Deployment (excerpt)
燕尾式导轨
● 自动调心能力，可以得到高精度稳定的平滑运动 

● 所有方向皆具有高刚性，能承受来自上下和左右方向的负荷

主要技术参数

Main technical parameters
砂轮尺寸                   Φ150xΦ32x 80 mm (毫米) 

最大磨刀宽度               以22°为准180 mm(毫米) 

砂轮与工作台有效高度       80 mm (毫米) 

工作台旋转角度             0～±90°(度) 

磨头转速                   1400 r/min（转/分） 

磨头移动速度               4.5 m/min米/分   
行走电机功率               0.55 KW (千瓦) 

磨头电机功率               0.75 KW (千瓦) 

水泵电机功率               0.125 KW (千瓦)   

直刀磨刀机DMSQ-Ⅰ型系列 不同规格参数对比

最大磨削长度、外型尺寸(长x宽x高)、机器重量
Maximum grinding length, Overall dimensions (length x width x height) Weight
	No
	规格/型号
	最大磨削长度
	外型尺寸(长x宽x高)
	机器重量

	
	单位unit
	毫米mm
	毫米mm
	千克Kg

	1
	1600Ⅰ
	1650
	2100x1000x1250
	1200

	2
	2200Ⅰ
	2200
	2700x1000x1250
	1300
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